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PRODUCT TYPE: GENERAL PURPOSE

RECOMMENDED FOR: Low pressure air and water applications  
requiring maximum flexibility.

RESISTANT TO: High resistance to heat and ozone and good cover 
resistance to vegetable oils. Also suitable for use  
with dilute solutions of agricultural chemicals.

CONSTRUCTION: SHAPE: Straight

 TUBE: EPDM

 REINFORCEMENT: Polyester

 WIRE: -

 COVER: EPDM

STANDARDS: SAE NORM  -

 DIN NORM -

TEMPERATURE:

 -20°

°c

 

°c

93°  

°c

-

PLANT MASTER™

PN
mm ” mm m mm bar mm/HG

PM200-1/4X152 3204-01401 6 1/4 13 +/-180  75 14 760
PM200-3/8X152 3204-01407 10 3/8 17 +/-180  75 14 760
PM200-1/2X152 3204-01413 13 1/2 21 +/-180  125 14 635
PM200-5/8X152 3204-01419 16 5/8 25 +/-180  150 14 510
PM200-3/4X152 3204-01422 19 3/4 28 +/-180  150 14 380

PM200-1X121 3204-01431 25 1 36 +/-100  200 14 255
PM250-1.1/4X61 3204-01434 32 1 1/4 44 +/-90  250 11 255
PM250-1.1/2X61 3204-01437 38 1 1/2 50 +/-75  300 11 255


